
Cast Marble Solutions for Tubs and Showers 

Roll-In Shower Base SB-RI-ADA-LC 
For ADA Compliant Showers 

STANDARD FEATURES: 
1. Abrasion resistant gel coat surface 5. Base is pre-leveled in factory - 
2. Extremely sanitary, sealed surface rests on sub ˜oor 
3. Base will not mold or mildew 6. 10-year limited warranty against 
4. Base ˜oor comes with a textured, manufacturing defects 

non-slip ÿnish 7. Seamless 

SUGGESTED DRAINS: 
• Oatley part number:  #42150 Brass • Kohler model: #K9132 Stainless Steel 

STANDARDS & RATINGS: 
• ANSI Z124.1.2 - 2005 tested by NAHB 
• ASTM 1028-96 coefficient of friction test (minimum rating of 0.67) 

Notes: Drain is not included. Base dimensions vary +/-1/8” 

Product# SB-RI-ADA-LC 

Speciÿcations: 
Description: Solid One-piece Construction Shower Base 
Standard: LiteCast 
Series: ADA Compliant Roll-In Shower Base 
Color: See Toilet and Bath Accessory Matrix for Color. 
Construction: Cast Marble 

Dimensions: 
Size: 62” x 31” minimum 
Curb: None 
Drain Location: Center 
Drain Opening: 3 1/4” 
Flange: Attached at Factory, Fiberglass 
Weight: ~ 120 lbs. 

4 1/4” 
Approx. 1/4” to 3/8” Approx. 3/8” to 1/2” 

Base 

 

 

 
  

Top View 
62" 

l Ill 

15 1/2" 

31" 31" 
CD-----

~ ~ 

,1, 

Based on a 62"x 31"Custom Shower Base 

Framing/Studs 

j 5/s"Sheetrock 1/ Cast Marble 

Framing 31 1/s" 

~r 

60 1/2" Clear Inside Panels 
c:::::, 

FRONT OF PAN 

I~- ShowerBase62"----11 

~ Frametoallowfor62"base.Need621/4"opening --1 

Technical Specifications 

Perspective View 

Fiberglass Flange Attached at Factory 
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